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Q-SUN

Xenon Test Chamber
The Q-SUN B02 tester is the simplest, most 
reliable,and easiest to use rotating rack xenon arc 
tester available. The revolving drum Q-SUN Model 
B02 tester was designed specifically to meet the ISO 
105 B02 standard for textile lightfastness testing. It 
uses the latest technology to provide precise 
control of critical test parameters including 
spectrum, irradiance, relative humidity, chamber 
temperature and black standard temperature.

■  Remarkably simple user interface.
■  Built-in Ethernet connection for data 
logging.
■  Comprehensive self-diagnostic warnings 
and service reminders.
■  Quick and easy calibration with patented 
AUTOCAL system.
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Spectrum
Together, the long life xenon lamps and special filter lantern produce the spectrum required
 for textile testing.

Solar Eye™ Irradiance Control
Precise monitoring and control of irradiance ensures maximum repeatability, reproducibility 
and ease of use. Calibration is quick and easy with the patented AutoCal system.

Humidity Control
The electronic humidity sensor provides precise control of relative humidity.

Water Spray
The water spray system can be programmed to function during both light and dark cycles to
 replicate outdoor moisture.

Temperature Control
Chamber Air Temperature and Black Standard Temperature are simultaneously controlled to 
close tolerances.

Capacity
Specimen capacity is significantly larger than comparable testers.

Exterior Dimensions
The Q-Sun B02 is the perfect size for textile labs. Height 166 cm (65.5"); Width 91 cm (36");
 Depth 62 cm (27").


