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Foam Generator
Autofoam uses consistent ,finely structured ,low 
density foam for faster drying and less energy 
consumption. it is so flexible and versatile,it can be 
used to meet virtually and finishing or be used to meet 
virtually any finishing or coating challenge. The 
dynamic foam generator produces a fine structured 
foam with 200-400 micron bubble size.A chemical 
pump automatically responds to line speed fluctuation 
and out of pump is controlled by acurate volumetric 
flow meters.

■  Constructed from 316 stainless steel.
■  Unique, high energy, double rotor foam 
generation machanism.
■  Availible in five different sizes for different 
process and applications.
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— Constructed from 316 stainless steel.

— Unique, high energy, double rotor foam generation machanism.

— Positively displacement pump provided by world leaders MONO for accurate 
     chemical flow.

— All moving parts water cooled for consistent foam generation.

— Controlled automatically by Foam Application Control Terminal (FACT).

— Optional variable mixer speed.

— Availible in five different sizes for different process and applications.

— Responds automatically to changes in substrate line speed.

— All applications parameters stored in programs (100 as standard, upgrade to 
    250 or 500 programs).

— All control componentry is industry standard by Mitsubishi Electronics.

— Chemical flow checked and controlled by Siemens volumetric or mass flow 
     meters.

— Foam Application Control Terminal (FACT) availible as upgrade to existing 
     Autofoam users.

Specifications


