
H-TS-3

Laboratory

High Temperature Steamer

Saturated and HT-Steamer, suitable for the chemi-
cal and dyestuff industry, finishing plants, research 
institutes and general textile industry.Basic design 
as MINI-DRYER, model R-3, owing the wide 
adjusting ranges regarding temperature, humidity, 
dwelling time. This apparatus can be used for 
electric heating for drying, curing,steaming with 
saturated steam, HT steaming.
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■  Electric heating for drying, curing 20°C-250°C.
■  Steaming with saturated steam  102°C± 2°C.
■  HT steaming at temperatures 100°C-250°C.

Specifications H-TS-3

Test Fabric Size

Temperature Range

Temperature Control

Dwell Time

Thermal Source

Steam Consumption

Circulating Fan

Machine Weight

Pin Frames

Measurement

350 x 400 mm (1 Test Fabric x 1 Time)

20 - 250 °C

Digital display automatic temperature controller

10 sec - 60 min. Audible alarm for end of test

Electric pipe heater total 6KW
Steam pressure 1 kg/cm sq.
5 kg/hour for indirect steam
15 kg/hour for direct steam

1/4 HP fan motor

about 250 kg

3 pcs of pin frames are supplied
(all direction type, adjustable in length andwidth for sample sizes)

All necessary operating elements like switch, button, 
signal lamps etc.


